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2004 Mitsubishi Outlander 


Door Lock Removal And Disassembly: 


1. The 2004 Mitsubishi Outlander is another one of the currently popular SUV- 
sedan crossovers. Mitsubishi is hoping that its new line of “tall station-wagons” 
can help return the company to profitability. The 2004 Outlander has immobilizer 
keys standard on all models. Key programming can be accomplished with 
Advanced Diagnostics’ T-Code, CodeSeeker or Multi-Vehicle-Programmer (MVP). 
At this time the keys are available from the dealer only part number is 
MN141307. The Outlander uses the Mitsubishi 30010-32009 code series. 


2. There is a 
lock cylinder 
found on 
the driver’s 
side only. 
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Manufacturers: Interested in 
offering rebates or discounts to 
NLAA members? Contact Marc 
Goldberg at the Home Office 


3. The door panel 
needs to be removed 
before the door lock 
will come out. 


4. Begin by removing the Phillips screw behind the inside door handle. 
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5. The inside door 
handle assembly can 
now be loosened. 


6. The panel can now be removed. 
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7. Next remove the 
Phillips screw 
hidden under the 
plastic snap cover. 


8. The handle and 
lock are held in with 
two 10 mm bolts. 
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10. With the 
window-track loose, 
you can remove the 
10mm bolt. 


9. One of the 10mm 
bolts cannot be 
removed until the 
window-track is out 
of the way. 


Remove the two 
10mm bolts in the 
door edge that 
secures the window- 
track to the door. 
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11. With both bolts 
removed, the 
handle and lock can 
be removed. 


12. You can see the 
key code stamped 
on the underside of 
the lock. 
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14. To disassemble the lock, remove the tailpiece 
and the face cap. The face cap can be reused. 


13. The door 
lock removed. 
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15. The plug comes 
out the front of the 
lock and contains 
all 8 cuts. 


16. The rear 
hatch lock is 
integrated into the 
handle release. 


Rear Hatch Lock Removal And Disassembly: 
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18. Begin by gently 
prying outward 
on the upper 
trim piece. 


17. To remove the 
rear-hatch lock you 
will need to remove 
the panel. 
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19. You can now 
remove the lower, 
larger panel. It is 
held in with the 
common plastic 
snaps we are all 
used to. 


20. With the panel 
removed, you will 
have easy access 
to the handle and 
lock assembly. 
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22. The rear-hatch 
lock removed. 


21. There is a 
single 10 mm bolt 
holding in the rear- 
hatch lock. 
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23. To disassemble the lock you will need to 
remove the tail-piece and face cap. 


24. The rear-hatch 
lock contains all 
eight cuts. 
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26. The rear-hatch 
lock and all 
components. 


25. The wafers are 
stamped with a 
number and a 
letter. The letter is 
not important, the 
number is the 
actual cut. 
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Ignition Lock Removal And Disassembly: 


27. The ignition lock 
is held in with an 
active retainer, the 
lock must be in 
“ACCESSORY” 
position for removal. 


28. To remove the 
ignition lock the 
plastic shroud will 
need to come out. 
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30. After removing 
the four Phillips 
screws the shroud 
will come apart. 


29. There are four 
Phillips screws 
holding the two 
halves of the 
shroud together. 
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31. You will not 
need to remove the 
antenna-ring in 
order to remove 
the cylinder. 


32. The active retainer is located at the 12 o’clock 
position, directly behind the word “ LOCK” 
on the ignition cylinder. 
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34. To remove the plug, you need to push the 
active retainer upwards. 


33. The ignition 
lock removed. 
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35. The plug comes 
out the rear of the 
housing, and contains 
all eight cuts. 


Programming Keys with the T-Code: 


36. Begin by hooking the ADC110.B cable to the 
OBD-2 port. 
37. Select MITSUBISHI. 
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38. Then OUTLANDER. 


39. Switch the ignition to “ON”. 


40. Next, go to “SPECIAL FUNCTIONS” 


41. Then “PROGRAM KEYS” 
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43. The key indicator. 


42. Follow the prompts to complete programming. 


